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LO-QSFP28-3S2-10 

QSFP28 BiDi TX: 1330nm 10km LC SINGLE RATE 100GbE Single Mode EML+PIN 

LO-QSFP28-2S3-10 

QSFP28 BiDi TX: 1270nm 10km LC SINGLE RATE 100GbE Single Mode EML+PIN 

Product Features 

 Supports 100Gbps 

 100G Lambda MSA 100G-LR Specification Compliant 

 Single 3.3V Power Supply 

 Power dissipation < 4.5W 

 Up to 10km over SMF with FEC 

 QSFP28 MSA Compliant 

 SFF-8636 Rev 2.10a Compliant 

 4x25G electrical interface 

 BiDi LC receptacles 

 Commercial case temperature range of 0°C to 70°C 

 I2C interface with integrated Digital Diagnostic Monitoring 

 Safety Certification: TUV/UL/FDA 

 RoHS Compliant 

 

 

 

 

Ordering information 

Part Number Product Description 

LO-QSFP28-3S2-10  QSFP28 BiDi TX: 1330nm 10km LC SINGLE RATE 100GbE Single Mode 

EML+PIN LO-QSFP28-2S3-10  QSFP28 BiDi TX: 1270nm 10km LC SINGLE RATE 100GbE Single Mode 

EML+PIN 

Applications 

 100G Ethernet 

 Data center 
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Absolute Maximum Ratings 

 

 

 

 

       
  

Recommended Operating Conditions 

 
 
 
 

 

 

 

 

Electrical Characteristics 

Parameter Symbol Minimum Typical Maximum Unit Notes 

Transmitter 

Differential data input swing per lane - 900 - - mVp-p - 

Differential input impedance Zin 90 100 110 Ω - 

DC common mode voltage (Vcm) - -350 - 2850 mV - 

Receiver 

Differential output amplitude - - - 900 mVp-p - 

Differential output impedance Zout 90 100 110 ohm - 

Output Rise/Fall Time tr/tf 12 - - ps 20%~80% 

Eye width - 0.57 - - UI - 

Eye height differential - 228 - - mV @TP4, 1E-15 

DC common mode voltage (Vcm) - -350 - 2850 mV - 

 

 

 

Parameter Symbol Minimum Maximum Units Notes 

Supply Voltage Vcc -0,.5 +3.5 V  

Storage Temperature Ts -40 +85 oC  

Operating case 
temperature  

Top -5 +75 oC  

Damage threshold Rxdmg 5,5 - dBm  

Parameter Symbol Minimum Typical Maximum Unit Notes 

Operating Case Temperature TC 0      - 70 oC  

Power Supply Voltage VCC 3.135 3.3 3.465 V  

Operating relative humidity RH 5 - 85 %  

Power Dissipation Pd - - 4.5 W  
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Optical Characteristics 

Parameter Symbol Minimum Typical Maximum Unit Notes 

Transmitter 

Signaling speed - - 53.125 - Gbaud - 

Modulation format - PAM4 - - 

Center wavelength 
λc 1264.5 1271 1277.5 nm - 

λc 1324.5 1331 1337.5 nm - 

Side-mode suppression ratio SMSR 30 - - dB - 

Extinction ratio ER 3.5 - - dB - 

Transmit OMA TxOMA 0.7 - 4.7 dBm - 

Transmit average power TxAVG -1.4 - 4.5 dBm 1 

Launch power in OMAouter minus TDECQ - -0.7 - - dBm 2 

Launch power in OMAouter minus TDECQ - -0.6 - - dBm 3 

Transmitter and dispersion eye closure TDECQ - - 3.4 dB - 

Launch power of OFF Transmitter per lane - - - -30 dBm - 

Relative Intensity Noise RIN - - -136 dB/Hz - 

Optical return loss tolerance - - - 15.6 dB 4 

Transmitter reflectance - - - -26 dB - 

Receiver 

Signaling speed - - 53.125 - Gbaud - 

Center wavelength λC 1324.5 1331 1337.5 nm - 

λC 1264.5 1271 1277.5 nm - 

Damage threshold - 5.5 - - dBm - 

Receive power (OMAouter) RxOMA - - 4.7 dBm - 

Average receive power RxAVG -7.7 - 4.5 dBm - 

Receiver sensitivity (OMAouter) SenOMA - - MAX(-6.1, SECQ-

7.5) 

dBm 5 

Stressed Sensitivity SRS - - -4.1 dBm - 
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Receiver reflectance - - - -26 dB - 

LOS assert LOSA -26 - -12 dBm - 

LOS De-assert LOSD - - -10 dBm - 

 

Mechanical specifications 
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